TECHNICAL SPECIFICATIONS

Foundation and structure

- Reinforced concrete foundation
and reinforced steel and
concrete structure, according to
the Spanish Technical Building
Specifications (CTE - Codigo
Técnico de la Edificacion).

- Exterior finish with smooth white waterproof cement combined with
porcelain stoneware and tarimatec brand ® Synthetfic wood.
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Interior walls

- Self-supporting interior walls with
plasterboard, assemblies prepared
with steel frame components
together with thermal / acoustic
insulation.

TECHNICAL SPECIFICATIONS

- Flat roof solarium surface finished in Rocersa
Axis ® brand anti-slip porcelain stoneware or
similar, and Ergon Woodtalk ® brand with
wood apperance combined with artificial
grass. Including thermal/acoustic and
waterproof liner.
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TECHNICAL SPECIFICATIONS

walls

-Wall coatings of bathrooms finished in
large Rocersa Burlington ® brand
porcelain stoneware tiles.

- Acrylic plastic paint with smooth
finish, in private and common areas.



Vi

Vi


TECHNICAL SPECIFICATIONS

Floors

- Interior floors finished in large 120*60 Rocersa
Burlington ® brand porcelain stoneware tiles.
Common areas paving in Argenta and
Vitacer ® brand anti-slip porcelain
stoneware.
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Ceilings

- Plasterboard ceilings painted with a
smooth finish and integrating a backlit
curtain pelmet

TECHNICAL SPECIFICATIONS
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TECHNICAL SPECIFICATIONS

Interior carpentry

- Design Interior doors white lacquered, fitted
with magnetic closing system, hidden hinges

and design handles.
- Built-in custom-made wardrobes with sliding
doors. Interior finish of wardrobes with drawers,

hanging clothes bar and led interior lighting.
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Exterior carpentry

- Textured grey aluminium windows with heat
channel breakage, double glazing.
Automatic blinds in the living room and all
bedrooms.

- Balustrades for terraces of laminated safety
glass.

- High security armored entrance door.

- Automatic garage - door opener.

TECHNICAL SPECIFICATIONS
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TECHNICAL SPECIFICATIONS

Kitchens

-Kitchen units finished in laminated
oak combined with lacquered
furniture in the kitchen island,
including Danae Natural Dekton
worktop.

- All kitchen appliances Siemens ®
brand are included and perfectly
integrated into kitchen units.

- Laundry furniture units finished in
whitfe.
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Banos

TECHNICAL SPECIFICATIONS

- Design bathroom furniture units
iwith backlit mirrors.

- Hansgrohe® Mod. Logis brand
taps, including raindrop
showerheads.

- White stone shower tray, or
similar color, designed to be flush
with the floor.

- Porcelain bathroom sanitary by
Villeroy & Boch® brand.

- Wall hung toilets with
concealed cistern
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TECHNICAL SPECIFICATIONS

Instalations

- Pre-installation of air conditioning system distributed via
concealed ducting.

- Domestic hot water installation using solar panels and a 150
litres electrically heated accumulator tank.

- Underfloor heating electric system in the bathrooms.

- Reverse osmosis water system in Kitchen.

- Telecommunication installation.

- Elevator with capacity for 6 people.

- Electrical and digital fittings by 82 Concept Simon ®.

- Mechanical ventilation in interior bathroom:s.

- Led lighting in public areas.

- Porcelain finished swimming pool on the roof with led lighting.
- Exclusive design main door with video phone security system.
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TECHNICAL SPECIFICATIONS

LEGAL NOTICE
Serreta Valenti Patrimonial S.L. state that all the promotional material (as planes, images, 3D animations,
renders, videos, dossiers etc,.) used in this activity of promotion of the properties on sale are just an
example of the characteristics of these properties once are built. Sociedad Lago Salado SL is exempt of
any responsibility from the purchaser if, by the delivery date, the property shows some differences from
those planes, images and ornamental aspects and finishes, that Project Management had considered
appropiate to make.
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